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Amarinth Limited A Series – Petrochemical pumps (API 610 10th: 2004)

Features Technical Notes Benefi ts Standard

6Casing

Construction One piece casting  with integral suction 
cover and 3mm corrosion allowance

Minimal leakage path, 
prolonged pump life

●

Flange standard ISO PN50 / ANSI 300 / ANSI 250 ●

Fasteners ASTM 320 Grade B8MX Strength & corrosion resistance ●

Gasket Spiral wound with graphite fi ller Covers most fl uids ●

Spiral wound with PTFE fi ller Covers certain acid duties

Customer specifi ed Matched to site standard

Wear rings Suction & drive side (shrouded 
impeller only)

Prolonged pump life ●

Drain ½ / ¾ “ butt weld fl ange ●

½ / ¾ “ plugged (I1 material only)

No drain Minimal leakage path

Jacking screws SS 316 Ease of maintenance ●

Orifi ce plate Loose tang type Matched to customer requirement

6Impeller

Construction One piece casting Strength & integrity ●

Vanes Francis type – 4 / 5 off Low NPSHr & stable H/Q curve ●

Style Shrouded Optimum effi ciency ●

Semi open Handles solids content in fl uid

Fixing Keyed with retention nut & lock washer Easy maintenance ●

Wear rings Suction & drive side (shrouded only) Prolonged pump life ●

Hydraulic balancing Balance hub / holes (shrouded only) ●

Dynamic balancing ISO 1940 G 2.5 Prolonged pump life ●

ISO 1940 G 1.0 Matched to customer requirement

6Seals & seal plans

Shaft diameters 30mm,  40mm, 50mm, 60mm ●

Seal types API 682 single cartridge Ease of maintenance ●

API 682 double cartridge Environmentally safer

Seal plans Plan 11/61 Optimum seal environment ●

Plans 11/62, 13, 21, 31, 52, 53, 54 Matched to customer requirement

Customer specifi ed

Manufacturers AES, Burgmann, John Crane Matched to site standard

or customer specifi ed

6Bearing bracket

Style One piece casting Better concentricity, less run out ●

Construction Heavy duty casting with 
machined abutments

Superior bearing alignment ●

Bearings Dual angular contact (axial) plus 
deep groove ball (radial) 

Long life ●

Design bearing life 25,000 hours (L10) @ standard duties ●

Bearing seals Non contacting bearing isolators Minimal wear, long life, ATEX ●

Bearing protectors (Magtecta) Hermetically sealed, ATEX

Lubrication Oil  (fl uid -40°C to 370°C) Higher operating temperatures ●

Grease (fl uid -20°C to 120°C) Lowest cost

Cooling Cast fi ns Dissipates heat ●

Fan Extended temperature range

Water cooled heat exchanger Constant cooling

Running temperature Less than 40°C above ambient Long life ●

Features Technical Notes Benefi ts Standard

Monitoring Vibration monitoring points Assist planned maintenance ●

Temperature sensor location points

Bearing bracket materials Stainless steel 316 ●

Carbon steel Matched to customer requirement 

Shaft materials Duplex stainless steel ●

Customer specifi ed Material to match casing / fl uid

6Coupling & guard

Coupling style Spacer type with metal 
membranes.  DBSE 140 / 180

Easy maintenance ●

Construction Bored & keywayed ●

Extraction holes Easy removal

Inconel membranes Minimal corrosion in saline atmospheres

Balancing Inherent by design Low vibration ●

Dynamic Hubs up to ISO 1940 G 2.5 Prolonged pump life 

Manufacturers Autoguard ●

Customer specifi ed Matched to site standard

Standards ATEX

Guard Two piece wrap around in SS 304L Non sparking/ATEX compliant ●

6Baseplate

Style Drain pan with grout holes Full compliance ●

Drain pan without grout holes Lower cost, easier installation

Construction Fabricated from rolled steel 
sections with 4 lifting eye bolts

Rugged construction ●

Standards ANSI/HI 3-2000, API 610, ISO13709:2003 ●

Earthing bosses 2 off tapped M10 + screws / washers ●

Earth bonding Matched to customer requirement

Alignment screws (Up to 160 frame) Transverse only  Easier alignment

Alignment screws 
(180 frame and above)

Transverse & axial ●

Material Carbon steel Lowest cost ●

SS 304L Resistance to low temperature

6Driver

Motor type EExN, EExd, EExde, Exe, Matched to  area requirements

Standards ISO frames Matched to site standard ●

NEMA frames

ATEX Hazardous area requirement

Supply 380 – 440 / 3 / 50,  440 – 460 / 3 / 60 Matched to site standard

Manufacturers ABB, Brook Hansen, F&G, Loher, 
Seimens, WEG, Customer specifi ed

Matched to site standard

6Paint

Refi nery specifi cation 3 pack epoxy (Min DFT 225µm) - off grey ●

Offshore specifi cation 3 pack epoxy (Min DFT 300µm) - off grey

Customer specifi cation Matched to site standard

6Packing

Flange blanking Metal closures with rubber gaskets ●

Road Palletised & cling wrap ●

Seafreight Wooden box suitable for sea

Wooden box with vacuum sealing

Airfreight Wooden box suitable for air


